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APPENDIX 
 
 

SPECIFICATIONS 
 
 

LCD Panel 
Driving system 21.5” TFT  Color LCD 
Size 547mm diagonal 
Pixel Pitch 0.248mm(H) × 0.248mm(V) 

Input 

Video R, G, B Analog Interface 
Digital 

Separate Sync. H/V TTL 
H-Frequency 30kHz – 80kHz 
V-Frequency 55-75Hz 

Display Colors 16.7M Colors 
Dot Clock 147MHz 
Max. Resolution 1920 x 1080@60Hz 

Plug & Play VESA DDC2BTM 

Power Consumption 
ON Mode ≤58W 
OFF Mode ≤1W 

Input Connector 
D-Sub 15pin  

DVI  24pin 

Input Video Signal 

Analog:0.7Vp-p(standard), 
75 OHM, Positive 
DVI:0.7Vp-p(standard), 
75 OHM, Positive 

Maximum Screen Size Horizontal : 476.6mm 
Vertical : 268.1mm 

Power Source 100~240VAC, 50~60Hz 

Environmental 
Considerations 

Operating Temp: 0° to 40°C 
Storage Temp.: -20° to 60°C 
Operating Humidity : 15% to 90% 

Dimensions  511.7 (W)x379(H)x210(D)mm 
Weight (N. W.): 4.3kg 
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External Controls: 

Switch 

• Source 
• Auto Adjust Button/Exit 
• -/volume 
• +/volume  
• MENU/Enter 
• Power Button  

Functions 

• Luminance 
• Image Setup 
• Color Temp 
• Color Boost 
•  Picture Boost 
• OSD Setup 
• Extra 

Power Consumption (Max) 58 Watts 
Regulatory Compliance CCC 
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FACTORY PRESET TIMING TABLE 

STANDARD 
 

RESOLUTION 
HORIZONTAL
FREQUENCY  

(KHz)   

VERTICAL 
FREQUENCY 

(Hz) 
DOS-Mode 720 x 400 31.47 70.0 

VGA 

640x480@60Hz 31.469 59.94 

640x480@72Hz 37.861 72.809 

640x480@75Hz 37.5 75 

SVGA 

800x600@56Hz 35.156 56.25 

800x600@60Hz 37.879 60.317 

800x600@72Hz 48.077 72.188 

800x600@75Hz 46.875 75 

XGA 

1024x768@60Hz 48.363 60.004 

1024x768@70Hz 56.476 70.069 

1024x768@75Hz 60.023 75.029 

WXGA+ 
1440x900@60Hz 55.935 55.887 

1440x900@60Hz 55.469 59.901 

WSXGA 
1680x1050@60Hz 65.29 59.95 

1680x1050@60Hz 64.67 59.883 

WUXGA- 1920x1080@60HZ 66.587 59.934  
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CONNECTOR PIN ASSIGNMENT 
 

1 5
6 10

11 15

 
 

15 - Pin Color Display Signal Cable 
 

PIN NO. DESCRIPTION PIN NO. DESCRIPTION 

1. Red 9. +5V 
2. Green 10. Ground 
3. Blue 11. Ground 
4. Ground 12. DDC-Serial Data 
5. Detect Cable 13. H-Sync 
6. R-Ground 14. V-Sync 
7. G-Ground 15. DDC-Serial Clock 
8. B-Ground   

 
 

 

24 - Pin Color Display Signal Cable 

 
PIN NO. 

 
DESCRIPTION PIN NO. DESCRIPTION 

1. TMDS Data 2- 13. TMDS Data 3+ 
2. TMDS Data 2+ 14. +5V Power 
3. TMDS Data 2/4 

Shield 
15. Ground(for+5V) 

4. TMDS Data 4- 16. Hot Plug Detect 
5. TMDS Data 4+ 17. TMDS Data 0- 
6. DDC Clock 18. TMDS Data 0+ 
7. DDC Data 19. TMDS Data 0/5 

Shield 
8. N.C. 20. TMDS Data 5- 

  9. TMDS Data 1- 21. TMDS Data 5+ 
10. TMDS Data 1+ 22. TMDS Clock Shield 
11. TMDS Data 1/3 

Shield 
23. TMDS Clock + 

12. TMDS Data 3- 24. TMDS Clock - 
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